
 |   55   | 

Se
ct

io
n 

A
 –

 P
re

ss
ur

e 
G

au
ge

Special Notes    
1. This series has been approved by KS(Korean Standard).

2. 283P model is liquid filled sytem and excellent resistance to shock, vibration and pulsation.

Freon Gas Service 
Pressure Gauges(281P & 283P Series)

Applications  
●  Refrigeration system  

●  Testing automotive, industrial & residential air conditioning  

  

Working Pressure  
Steady :  3/4 of full scale value(recommendation : 25% to 75% 

of full scale) 

Fluctuating :  2/3 of full scale value(recommendation : lower 

50% of full scale) 

Short time : full scale value 

  

Operating Temperature  
Ambient : -20 ~ 65°C(281P)

  -20 ~ 80°C(283P)

Media(Fluid) : -5 ~ 40°C 

Standard Specification Overview
Dial Size  

60mm(2.5") & 75mm(3")  

  

Reference Accuracy  

60mm & 75mm : ± 1.5% of Full Scale

  

Scale Ranges *  

60mm(Code 25) : Compound(-0.1 ~ 1.0, 1.5 & 2.0 MPa)

 Gauge Pressure(0 ~ 2.5 & 3.5 MPa)

75mm(Code 30) : Vacuum(-1.0 ~ 1.5 MPa)

                                     Gauge Pressure(0 ~ 3.5 MPa)

* For more information, see the ordering information table.  

  

Standard Pressure Connection  

60mm & 75mm : UNF 7/16"

* Throttling screw inserted in the pressure port.  

  

Ring Type  

Crimped (283P) 

Material  

Case : Black Finished Steel(281P), 304 SS(283P) 

Ring(Cover) : Black Finished Steel(281P), 304 SS(283P) 

Window : Glass(281P), Polycarbonated Glass(283P & 281P25F only) 

Pointer : Aluminum Alloy, Black Painted

Connection : Brass(281P), Chrome Coated Brass(283P)

Element : Brass

Movement : Brass

Dial Plate : White Aluminum with Black Graduations 

Liquid Filled : Glycerine(283P only)

  

Degree of Protection  

IP 44(281P)

IP 65(283P)

  

Optional Extra  

Code T1 : Test Report by Manufacturer 

Code T2 : Test Report by KOLAS(ILAC-MRA) 

Code P1 : Painting Service for Case & Cover(281P only) 
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Ordering Information for 281P & 283P Series
Model Description Case & Ring Wetted Parts

281P Freon Gas Service Pressure Gauges Black Finished Steel Brass

283P Freon Gas Service Pressure Gauges 304 SS Phosphor Bronze

Code Dial Size Accuracy 281P 283P

25 60mm(2.5") ± 1.5% of F.S. ▒ ▒

30 75mm(3") ± 1.5% of F.S. ▒ NA

Code Mounting Type 281P 281P 283P

25 30 25

A Bottom Connection without Mounting Flange ▒ ▒ ▒

F Center Back Connection with 3-hole Front Mounting Flange ▒ NA ▒

J Lower Back Connection with 3-hole Front Mounting Flange NA ▒ NA

Code Process Connection Style 25 30 25

5 UNF ▒ ▒ ▒

Code Process Connection Size 25 30 25

M 7/16" ▒ ▒ ▒

Code Pressure Range 25 30 25

007 -0.1 ~ 1.0 MPa ▒ NA ▒

008 -0.1 ~ 1.5 MPa ▒ ▒ ▒

120 0 ~ 2 MPa ▒ NA ▒

121 0 ~ 2.5 MPa ▒ NA ▒

122 0 ~ 3.5 MPa ▒ ▒ ▒

* MPa(SI Unit) is the standard dial scale but others are availble upon request.

Code Applicable Accessory Options

J0 Not Apply

Code Options 281P 281P 283P

25 30 25

Test Reports

T1 Test Report by Manufacturer ★ ★ ★

T2 Test Report by KOLAS(ILAC-MRA) ★ ★ ★

Painting Service Option

P1 Painting Service for Case & Cover(281P Only) NA ★ NA

Sample Model Selection : 281P25F5M008J0

▒ = Standard Products          ★ = Available          NA = Not Available

* The standard specification and price are subject to change without prior notice.
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 Freon Gas Service Pressure Gauges(281P & 283P Series) 

Series Code Dial Size (Available Type) A B C D E F G H L J S

281P
25 ø60 A,F 63 30 11 80 4 73 64 39.5 43 15 14

30 ø75 A,J 78 34 13 98 4.4 87.5 80 49 48 16 17

283P 25 ø60 A,F 62 30 11 80 4 73 64 39.5 43 5 14

                             HISCO, INC.
 Agent : BWFA 
672, Hosu-ro, Ilsandong-gu, Goyang-si, Gyeonggi-do, Korea
T : 82-31-813-8562     F : 82-31-629-7856    E-mail : bwfalee@daum.net     http://www.bwfa.co.kr
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