
Se
ct

io
n 

D
 –

 T
he

rm
ow

el
l  

Se
ct

io
n 

C 
– 

Te
m

pe
ra

tu
re

 E
le

m
en

ts
  

Se
ct

io
n 

B
 –

 T
em

pe
ra

tu
re

 G
au

ge
  

Se
ct

io
n 

A 
– 

Pr
es

su
re

 G
au

ge
 

175

Applications
 · Gauge Union Provides ultra-high purity metal to metal seal 
for vaccum, positive sealing and positive presure Applications.
 · They are oriented in any direction.

Ordering Information for PA020  Series

Model Description 

PA020 Gauge Unions

Code Mounting Type

1 Pipe welding (Male)

2 Theread (Male)

3 Socket welding (Female)

4 Flange

Code Material

B 304 SS

C 316 / 316L SS

O Others

Code Gauge Connection Style (Female) Code Gauge Connection Size 

2 PT ("R" in ISO Standard) B 1/8"

3 PF ("G" in ISO Standard) C 1/4"

4 NPT D 3/8"

X Others F 1/2"

O Others

Code Process Connection Style Code Process Connection Size 

2 PT ("R" in ISO Standard) B 1/8"

3 PF ("G" in ISO Standard) C 1/4"

4 NPT D 3/8"

7 Socket welding F 1/2"

8 Pipe Welding O Others

9 PF (female)

G Flange

X Others

Gauge Unions 
(PA020)
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Code Flange Size Code Flange Size

N N/A J 1" (25A)

B 1/2" (15A) R 1 1/2" (40A)

H 3/4" (20A) T 2" (50A)

Code Flange Rating Code Flange Rating

N N/A 4FF ANSI 300# FF

2RF ANSI 150# RF 4RS ANSI 300# RFSF

2FF ANSI 150# FF 5RF ANSI 600# RF

2RS ANSI 150# RFSF 5FF ANSI 600# FF

4RF ANSI 300# RF 5RS ANSI 600# RFSF

X Others

Sample Model Selection : PA021B2F2F
* The standard specification and price are subject to change without prior notice
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  HISCO, INC. 

32, Seonyu-ro 43-gil, Yeongdeungpo-gu, Seoul, Korea 
T : 82-2-2677-6046 F : 82-2-2672-1873 http://www.hiscoi.com

Gauge Unions (PA020)

 (Dimensions : mm)

THREAD "A" "C" A×B HEX. THREAD "B" "D"

PF 3/8" 28 22×25.4 HEX.

PF 3/8" (N)PT 3/8"
PF 1/2" (N)PT 1/2"
PF 3/4" (N)PT 3/4"

3/8" 18

PF 1/2" 30 27×31.2 HEX.
1/2" 20

NPT 3/8" 26 22×25.4 HEX.

3/4" 22NPT 1/2" 28 27×31.2 HEX.

PF x PF TYPE

PF x (N)PT TYPE

(N)PT x PF TYPE

(N)PT x (N)PT TYPE


