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Applications
·· Syphon tubes are widely used in different industries such as 
oil&gas, petrochemical, chemicals etc.
·· syphons can be used to protect industrument for protecting the 
pressure gauge from the effect of hot pressure media such as 
steam service or hot vapor.
·· Reducing the effect of rapid pressure surges and lowering 
process media temperatures.

Ordering Information for PA030  Series

Model Description	

PA030 Syphon Tubes

Code Mounting Type

1 Winding ⅜" SCH 40 (10A)

2 Winding ⅜" SCH 80 (10A)

3 Winding ½" SCH 40 (15A)

4 Winding ½" SCH 80 (15A)

5 Pig tail ⅜" SCH 40 (10A)

6 Pig tail ⅜" SCH 80 (10A)

7 Pig tail ½" SCH 40 (15A)

8 Pig tail ½" SCH 80 (15A)

Code Material

B 304 SS

C 316/316L SS

O Others

Code Gauge Connection Style Code Gauge Connection Size 

2 PT ("R" in ISO Standard) D 3/8"

3 PF ("G" in ISO Standard) F 1/2"

4 NPT H 3/4"

X Others O Others

Syphon Tubes 
(PA030)

* Pig tail Type

* Winding Type
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Code Process Connection Style Code Process Connection Size 

2 PT ("R" in ISO Standard) D 3/8"

3 PF ("G" in ISO Standard) F 1/2"

4 NPT H 3/4"

7 Socket welding G Flange

8 Pipe welding O Others

G Flange

X Others

Note 1. Other connection styles are available on request but specify it and the extra price and delivery time apply.

Code Flange Size

N N/A J 1" (25A)

B 1/2" (15A) R 1 1/2" (40A)

H 3/4" (20A) T 2" (50A)

Code Flange Rating

N N/A 4FF ANSI 300# FF

2RF ANSI 150# RF 4RS ANSI 300# RFSF

2FF ANSI 150# FF 5RF ANSI 600# RF

2RS ANSI 150# RFSF 5FF ANSI 600# FF

4RF ANSI 300# RF 5RS ANSI 600# RFSF

X Others

Sample Model Selection : PA031B2F2F
* The standard specification and price are subject to change without prior notice

Max Available Pressure Table

Pipe Size MAT'L 40°C 65~150°C 175°C 200°C 225°C 250°C 275°C 300°C 325°C 350°C 375°C 400°C

10A SCH40

304SS 335.0 335.0 325.0 313.0 303.0 296.0 289.0 281.0 274.0 269.0 264.9 260.1

316L 279.5 279.5 274.6 264.9 257.6 250.3 243.0 238.4 233.6 229.2 225.1 220.9

316SS 335.4 335.4 335.4 325.7 313.5 303.8 296.5 289.2 281.9 277.1 272.2 269.8

BRASS 134.2 134.2 132.9 88.5 42.5 33.5

15A SCH80

304SS 439.4 439.4 426.6 410.7 398.0 388.4 378.9 369.3 359.8 353.4 347.0 340.7

316L 366.2 366.2 359.8 347.0 337.5 327.9 318.4 312.3 306.0 300.2 294.8 289.4

316SS 439.4 439.4 439.4 426.6 410.7 398.0 388.4 378.9 369.3 363.0 356.6 353.4

BRASS 175.8 174.2 174.2 115.9 55.7 43.9

* Above table is for reference, it may be changed according to the temperature and pressure of the working field. Pressure Uint : bar
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  HISCO, INC. 

32, Seonyu-ro 43-gil, Yeongdeungpo-gu, Seoul, Korea 
T : 82-2-2677-6046 F : 82-2-2672-1873 http://www.hiscoi.com

Syphon Tubes (PA030)

Winding TYPE

Pig Tail TYPE

Pipe D L

3/8"(10A) 105 215

1/2"(15A) 100 230

THREAD "A" THREAD "B"

PF 3/8" PF 3/8"

PF 1/2" PF 1/2"

PF 3/4" PF 3/4"

(N)PT 3/8" (N)PT 3/8"

(N)PT 1/2" (N)PT 1/2"

(N)PT 3/4" (N)PT 3/4"

Pipe D L

1/4"(ø10.5) 80 185




